
Tana LED Closet Light (Adjustable CCT)
TNAF Series

Features 
All Purpose LED closet with passive infrared (PIR) sensor/Photocell switch
that can be set to activate fixture when motion is detected or can be set to 
activate fixture when no light is detected.  

Construction 
Housing is polycarbonate.             
  

Finish 
All exposed metal parts are post painted lighting grade white paint.

Diffuser 
Polycarbonate lens.

Electrical 
Input 120 VAC / 60 Hz. 
  

LED 
Integrated LED modules capable of producing:
13W =  800 delivered lumens
Integrated LED 3000K/4000K/5000K adjustable color temperature.
Rated 50,000 hrs., 90 CRI.

Certification 
Fixtures are cETLus listed for indoor damp locations.
ENERGY STAR® qualified
FCC compliant
Suitable for use in clothes closets when installed in accordance
with the NEC 410.16 spacing requirements.

Warranty
Limited warranty. This fixture guaranteed to be free from 
defects in materials and workmanship for a period of 
5 years from date of purchase.  

Specifications and dimensions 
subject to change without notice.
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Ordering Information:
White  LED     Lumens  Adjustable CCT DIA. D 
TNAF06LAJENWH  13W      800  3000K/4000K/5000K 6-7/8" 1"  
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